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EVOLUTION PH 3.3 & 5.3 
Modular phono preamplifier  

with MM and MC input 
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Product information 

EVOLUTION PH 3.3 & 5.3 

 

 

Modular phono preamplifier with MM and MC input 

 
EVOLUTION PH 3.3 and PH 5.3 in short 

  

• Phono input optionally MM/MC with extensive adjustment (6 values for impedance 

adjustment, 5 values for gain adjustment) can be operated via front panel or IR remote 

control 

• Switchable subsonic filter 

• 1x MM input (RCA) 

• 1x MC input (RCA) 

• 2x analog LINE-OUTs (RCA, XLR) 

• Module slot for PH8.3 phono modules 

• Dimmable graphic display with touchpoint sensor and proximity sensor  

• Stereo/mono switching 

• Extensive menu functions 

• Minimal stand-by consumption  

• Compact design: 43cm width, 33cm depth, 12cm height,  

• ext. IR sensor, 1 x trigger in 

• USB update capability 

• Housing variants:  

• Aluminum silver, brushed black or as CELLINI version with chrome front (surcharge)  
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EVOLUTION PH 5.3 
 

The special feature of the PH 5.3 is its Tube Line Stage, which is located in the preamplifier section 
of the PH 5.3. Based on the tubes specially manufactured for us, we have developed a completely 
new tube stage for the current Evolution Line, which fully unfolds the sonic charm of the AVM tubes. 
Thanks to AVM's own circuit technology, the tubes are guaranteed to last a pleasingly long time 
(approx. 20,000 hours).  
 
The PH features an MM and an MC connection (see technical data) and combines this with a 
module slot for the PH8.3 modules 
 
 

EVOLUTION PH 3.3 
 

The PH 3.3 operates as a pure transistor device. All other connection and performance data 
correspond to those in the PH 5.3. 
 

Born from the best genes:  
The sister devices PH 3.3 and PH 5.3 
 
Ever since AVM was founded in 1986, AVM has specialized in high-end preamplifiers with a powerful sound. 
With the experience of the PH 8.3 and the CS 5.3, a new high-performance generation of our Evolution PH 
devices has been created. Numerous innovations have been incorporated. With these two high-end phono 
preamplifiers, MM and MC cartridges can be connected and vinyl treasures can be played at the highest 
level of sound quality. To achieve our goal of designing the best-sounding phono preamplifiers in their class 
on the world market, we have borrowed from our flagship PH 8.3. The Evolution PH devices now impress 
with a screwless precision aluminum housing only 43 cm wide and a minimalist elegance in their 
symmetrical design. Our motto 'Reduce to the Max' is once again taken to the extreme here.  
 
MM and MC compatibility: 
The PH 5.3 and PH 3.3 support both moving magnet (MM) and moving coil (MC) cartridges. This makes 
them extremely versatile and suitable for a wide range of high-end turntables. Precisely adjustable gain and 
customization options allow them to be perfectly matched to the individual requirements of each system. 
In addition, there are direct presets for our AVM Cadenza (by Ortofon) cartridges for perfect quick 
adjustment 
 
Module slot for extensions: 
Another outstanding feature of these preamps is the integrated module slot. This enables the system to be 
expanded with the top-class modules of its bigger brother, the PH 8.3, allowing users to enhance the 
performance of their phono preamplifier even further and adapt it perfectly to their needs. 
 
The Evolution PH devices are available in the standard colors aluminum silver or black, on request also as 
an elegant CELLINI version with chrome-plated and hand-polished front. Like all AVM Evolution devices, 
the Evolution PH is manufactured entirely by hand at the factory in Malsch. The vast majority of suppliers, 
e.g. for the precise housing parts, are also located in the immediate vicinity of our main factory. You are 
welcome to watch our creative process in our 'making-of' video.  
 
Repeated, intensive quality controls during all production steps and a break-in period of several days for 
each individual device ensure our promise of maximum reliability in the long term and we grant a 
transferable guarantee of 2 years, 2 additional years for online registration. 
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Modular phono preamplifier with MM and MC input 

 

Technical data 

5.1.1 Pre-Amp 

Equalization RIAA (MM/MC, 20Hz-20kHz) ............................................................................ +/- 0,2dB 
Amplification MM ...........................................................................................  45 / 50 / 55 / 60 / 65dB 
Signal-to-noise ratio MM ....................................................................................................... > 84dB(A) 
Amplification MC ............................................................................................. 65 / 70 / 75 / 80 / 85dB 
Signal-to-noise ratio MC ......................................................................................................... >75dB(A) 
Adjustable resistance values MC (in Ω) ....................................................... 30; 50; 100; 300; 500; 1k 
Adjustable capacitance values MM (in pF) .............................................. 50; 100; 150; 200; 300; 400 
Subsonic:  ......................................................................................................................................... -3dB 
 
 

5.1.2 Controlling 

IR-Remote (RC3 PH) ................................................................................... Yes, in the scope of delivery 
Trigger-Input ................................................................................................................................... 5 - 20V 

 

5.1.3 Power connection 

Power supply .................................................................................................. 100V-240V / 50Hz-60Hz 
Power consumption standby ................................................................................................ < 0,5 Watt 
Power consumption network standby ..................................................................................... < 2 Watt 
Power consumption in idle mode .......................................................................................... < 16 Watt 
Power consumption, maximum ................................................................................................. 25Watt 
Fuse used ..........................................................................................................................................T 1A 

5.1.4 General information 

Weight ............................................................................................................................................... 8 kg 
Dimensions (WxHxT) ................................................................................................... 430 x 122 x 350 
Guarantee .............................................................................. 2 years + 2 years for online registration 
 (Warranty periods may vary in other sales countries) 
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